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POWER GROUP

PANEL OPTIMIZATION WORK AND ELECTRICAL REASSESSMENTS

The POWER group learns, shares, discusses, and works on
the complexities of the home electrical panel and associated
electrical systems as a key lever to reach our building
decarbonization goals as quickly, practically, cost-effectively,
and equitably as possible
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/§ <% Build It Green brings together stakeholders from diverse sectors

oA

Build |t '“Q“ to catalyze systemic change to transform CA communities into

Gurleen l\/ affordable, equitable, and healthy spaces. Their work is guided
by the pillars of regeneration, collaboration, and equity. POWER

is a fiscal sponsor project of BIG.
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POWER Group Members

2050 Partners

All-Electric California

Ascent Environmental

Association for Energy Affordability, Inc.
Bay Area Air Quality Management District (BAAQMD)
Bay Area Regional Energy Network

BC Hydro

Beyond Efficiency

BlocPower

Blue Rock Home, Inc.

Building Decarbonization Coalition
Caliber Strategies

California Air Resources Board
California Energy Commission

California Public Utilities Commission
Canary Media

Carbon Free Palo Alto

Central California Asthma Collaborative
City of Oakland

City of Palo Alto Utilities

City of San Francisco Environment Department
City of San Luis Obispo

CivicWell

ConnectDER

Consortium for Energy Efficiency

Copper

County of Contra Costa

Dunsky

E Source

Eco Performance Builders

Energy Conservation Options

Energy Solutions

Energy Transition Coordinating Council
Enphase Energy

Environmental & Energy Consulting
EPRI

EV Load

Franklin Energy

Heat Pump Summit

Home Energy Academy

Home Energy Analytics

IBEW Local 595

ICF

IDeAs Consulting

inGeniti, Inc.

Los Angeles Department of Water and Power
Lawrence Berkeley National Laboratory
Lumin

Lumina Decision Systems

Misti Bruceri & Associates, LLC
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POWER Group Members

NeoCharge

New Buildings Institute

New York City Housing Authority

npc Solar

NRDC

Onsemble

Opinion Dynamics

Pacific Gas and Electric

Peninsula Clean Energy

Plumas-Sierra Rural Electric Cooperative
Portland General Electric

QuitCarbon

Redwood Energy

Rewiring America

San Diego Building Electrification Coalition
San Diego Green Rating

Sattler Electrical Service

Southern California Edison

Shovels

Sierra Business Council

Silicon Valley Clean Energy

Slipstream

Sacramento Municipal Utility District
simpleSwitch

Sonoma County Transportation Authority

SPAN

SPUR

Stepwise

StopWaste

SunWork Renewable Energy Projects
The Climate Salon

The Energy Coalition

thirdACT

TRC

UC Berkeley

UCLA

UL

USGBC

VEIC

Western Riverside Council of Governments
XeroHome

Zero Homes

Individuals:

Aimee Bailey
Alan Shieh
Allison Frelinger
Angela Evans
Bryce Nesbitt
Cristina Crespo

Dave Clark

Emily Wang

Greg Pfotenhauer
Gypsy Achong

Jill Grey

John McKenna

Julia Yrani
Lewis Ames

o

Meghan Wood &5

Tom Kabat
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Electrifying Homes

Transitioning fossil-fuel appliances
e \Water heater

e HVAC

e Cook stove

Adding new load

e Solar

e Battery

® EV charger (L2 and above)

Solar Air Source Electric Dryer
Heat Pump

Photo credit: City of Palo Alto Utilities

Induction
Cooktop

Heat Pump Electric
Water Heater Vehicle

Electric
Panel



For single family homes, what panel sizes

would usually be good enough for
electrification?

a. 60 A
b. 100 A
c. 200 A
d. 400 A




Electrical Panel Upsizing or Upgrading

® Replacing a panel with a higher-capacity version,
and/or a better quality panel.

e “Upgrade” is the conventional term

® POWER group prefers the term “upsizing” because a
larger panel doesn’t always deliver an improvement in
service for the customer.



How much would you estimate it to cost to
“upsize” a panel (i.e. replace a panel with a
higher capacity one)?

a. S500
b. $S3000
c. $10,000
d. $30,000




Will electrifying all homes require upsizing electrical panels?

Short answer: NO

Most homes can fully electrify on a 100 A panel

e Longer answer: Depends on feasibility and technical assessments
® Limited panel capacity (e.g. 40 A panel)
e Constraints on panel space (e.g. all circuit breaker spaces used)

e Older and/or unsafe panels will need replacement



Impacts of Unnecessary Panel/Service Upsizing

COSTS

e Panel upsizing: top ~$2,000-54,500

o borne by: homeowners

O increased costs: extensive rewiring, recircuiting or
relocating panels (not included)
e Service upsizing: top ~$30,000
O borne by: homeowners + ratepayers

TIME

® Panel upsizing: days ~ weeks
o permits, utilities sign-off
® Service upsizing: weeks ~ several months
o increased costs: underground service line, transformer

replacement

Customer vs. Utility Owned Electrical Service

Weather Head Service Entrance Wires/Conductors
(Customer Owned) (Customer Owned)

- S /V
Transformer and Pole
\ (Utility Owned)
Service Wires

(Utility Owned)

Service Delivery Point
(Utility Owned)

Anchor
(Utility Owned)

Protective Conduit/Mast

<—
(Customer Owned)

e Meter Socket

(Customer Owned)
N Service Breaker Panel

(Customer Owned)

Meter
(Utility Owned)

Wires/Conductors to the rest of
the home (Customer Owned)

Photo credit: Emily Higbee, Redwood Energy Research Director
Sourced from: PG&E Service Upgrades for Electrification
Retrofits Study Final Report by NV5: May 27,2022



https://www.redwoodenergy.net/research/service-upgrades-for-electrification-retrofits-study-final-report-2
https://www.redwoodenergy.net/research/service-upgrades-for-electrification-retrofits-study-final-report-2

Impacts of Unnecessary Panel/Service Upsizing

? A few weeks; longer if project needs design review 1 additional weeks to years

!
Panel Capacity Increase “rt\?y.tl_’igg;.e.r"’ Service Line Capacity Increase .-rtlfly_t[i.g.g-e-l'_-> Transformer and/or Pole Upgrade
$3,000-$5,000 cost to customer $2,000 - $4,500 overhead $2,850 - $30,000
Hire additional contractor $3,000-$10,000 underground If = 3 customers on a transformer, utility pays
S“b'.““ application to utility for First $2-3K covered by utility allowance If < 2 customers on the transformer, they pay
service upgrade
RESOURCES

e Stretched resources to assist in electrifying homes (e.g. rebates for induction
ranges) + weatherization + energy efficiency measures
o Potential to waste billions of dollars + goodwill

® Other home safety, health & structural issues
o Ex:lead removal, pests, earthquake proofing




Impacts of Unnecessary Panel/Service Upsizing

WORKFORCE
e Limited trained contractors

RENTERS
e Potential for increased rents/evictions



Count of Peak Power Levels in kW across 22,442 CA

Homes
3,000

HOME ENERGY ANALYTICS
2,500

‘ 2,000
e following two graphs are from the large data set. The data points are the highest kW reading
from the previous 12 months for each account. The second graph has converted the readings to

1,500
amps assuming 240V service.

The panel size for each home is not known in this large data set, but the following observations
generally indicate there is excess panel capacity for electrification:

1,000

Count of Homes at that Max Power Level

e 98% of the homes have a peak current of less than 88 amps 500
e 86% of the homes have a peak current of less than 50 amps 0
e 48% of the homes have a peak current of less than 30 amps 0 10 20 30 40 50 60 70 80
Most homes have at least a 100 amp panel, which means a supermajority of these homes have Maximum kW over 12 months at 240 volts, using smart meter data
capacity to add loads. When this excess capacity is combined with technologies such as circuit
splitters, circuit pausers, and low power appliances, many, if not most, homes can electrify without a
panel upgrade.
, , Count of Peak Power Levels in Amps across 22,442 CA
Homes
°
§ 3,000
S 2,500
o]
a
= 2,000
=
g 1,500
= Highest Peak
¢ 1,000 Power: 329 Amps
£
£ 500
Es)
E o
3
'S) 0 50 100 150 200 250 300 350

Maximum Amps over 12 months at 240 volts, using smart meter data



Electrical Service Panel Capacity in California Households with
Insights for Equitable Building Electrification

Brennan D. Less, Lawrence Berkeley National Lab
lain S. Walker, Lawrence Berkeley National Lab
Sean P. Murphy, Lawrence Berkeley National Lab
Eric Fournier, University of California Los Angeles

Table 1. Tabulation of overall single-family housing stock panel rating percentages according to
each prediction method.

Panel Ratings LBNL Housing Stock (%) UCLA Housing Stock (%)
<100A 1.8% 3.0%

100A 33.3% 31.7%

101-199A 15.3% 15.0%

200A 46.6% 39.0%

201+A 3.0% 11.3%



https://www.aceee.org/sites/default/files/proceedings/ssb24/pdfs/Electrical%20Service%20Panel%20Capacity%20in%20California%20Households%20with%20Insights%20for%20Equitable%20Building%20Electrification.pdf

Strategy: Panel Optimization & Planning

e 120V appliances (e.g. heat pump water heater,
ductless mini-splits, through-wall heat pumps)
e Sizing up water tanks for heat pump water heaters roqweoswlbtotpowan bubontfors

short time. Its overall energy use is low.

Heats water almost instantly as it moves through
the system, only requiring energy while in use.

(e . g . 40 ga I — 65 ga I ) . ) 0 Power-efficient? No. This device
demands a lot of power at once,

Instantaneous requiring most, if not all, of a standard
(Tankless) Hot

Combination Devices Torikdess) Hot electric panel's capacity.
e washer + dryer; water + space heating; stovetop +

Uses electricity to extract heat from the air and
heat water in a storage tank.

oven;

Energy-efficient? Yes. This device may
operate for a long time, but its rate of
energy consumption (power) is low.

Low Power EV charging
® Levell (i.e. 120V charging) for electric vehicles

Power-efficient? Yes. This device uses
much less power, both because it is 3x
more efficient and because it deploys

its power more gradually.

Heat Pump Hot

e Adjustable Level 2 chargers Water Heater



Strategy: Panel Optimization & Planning

Thoughtful whole home electrification planning

® proper circuiting (e.g. grouping similar appliances
under same circuit)

® appliance & technology selection

e strategic use of NEC 220.83 and NEC 220.87

Weatherization
e Reduce heat and cooling loss by insulating and air
sealing

Device Device Device Device
Volts Amps Amps Volts
120 8  [SEpeE 9 8 120
120 8 K 8 120
120 8 8 120
120 10 15 120
120 7 15 120

12 120
240 3
15 120

240 20 Nedwm(e)l 14 240

240 20 40 240
m House square footage = 2000 Total Counted Panel Amps = 96,6

All Electric 100 Amp Home (2,000 square feet)

Ducted heat pump, medium power heat pump water heater, hybrid heat pump dryer

Additional House Information

+4 occupants

+ EV charging up to 19 miles/hr

« Located in California climate zone 3 (SF Peninsul la)
+Some insulation

+38,000 Btuh heating and cooling




Strategy: Power Control Systems’

® Smart circuit breakers

® Load switches

® Circuit sharing & pausing
® Smart panels + subpanels

® Meter collars

* Load management devices has been another terminology used for them.
The emerging, official terminology for this suite of devices is “Power Control Systems,” a listing
(UL 3141) that will be required for using these devices in NEC load calculations, etc.



POWER Group Activities ggg sorpecpe

Timeline
Dec 2021 November 2022 July 2024
First Meeting NEC subgroup formed Awarded CEC EPIC Grant
GFO-23-303 Panel Tool

March 2022 May 2024

Monthly Meetings SPUR's Policy Brief -
Solving the Panel Puzzle

18
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NEC Subgroup

220.5(E) 125 Multiplier. Continuous loads not to be treated at 125% in load calculations and 125%
does not imply continuous.

220.6 Noncoincident Loads. Applies generally and includes by listed equipment. Moved from 220.60.
220.7 Power Control Systems. Applies generally and includes various PCS configs. Moved from
220.70 Energy Management System.

220.41 Minimum Unit Loads. Reduce from 3 to 2 VA/ft>.

220.57 EVSE. Prioritizes use of nameplate ratings.

220.82(B) General Loads (in dwelling unit). Reduce from 3 to 2 VA/ft?. Reduce 10 to 8 kVA at 100%.
220.83 Existing Dwelling Unit. Reduce from 3 to 2 VA/ft, eliminate different treatment for new
HVAC, and new loads at 50%.

220.84(C) Calculated Load (in multi-family). Reduce from 3 to 2 VA/ft°.

NEC 2026, 2nd Draft
expected to be publicly available March 2025



Pilots & Programs (past, current, upcoming)

2023 San Mateo County Costs to Decarbonize Single-Family Homes
Silicon Valley Clean Energy launch Go Electric Advisor (Fall 2023)

o Panel Optimization Resources

Peninsula Clean Energy new Home Upgrade program (2024)

o 100+ whole-homes per year with avoiding service upgrades as a central
strategy

TRC’s NYSERDA Home Electrification Low Power Solutions (HELPS)

Canadian Consortium to Optimize Electrical Service Capacities


https://svcleanenergy.org/permit-modernization-resource-center/

Existing Tools

e \Watt Diet Calculator, Redwood Energy

e CalNEXT’s Residential Electrical Service Upgrade Decision Tool
e Homelntel Energy Audit, HEA

® Personal Electrification Planner, Rewiring America

e (QuitCarbon

® Your Electrification Roadmap, Elephant Energy

® Zero Carbon Home, Josie Gaillard

® /ero Homes



CEC EPIC Grant EPC-24-005 Panel Tool

1.

Developing a friendly tool for homeowners
and contractors to use for electrifying homes
that optimizes equipment and system
selection to remain on a home’s existing
electrical panel size while taking into
consideration affordability and safety

Making this Tool versatile to be used as a
standalone or integrated into other tools to
increase the widespread adoption and
practice of power efficient design in home
electrification

Panel Tool Ul
e Homeowners Least Cost Panel
, Optimization Design
5

e Contractors
9 Programs

Panel Tool API
e 3rd Party Software * Least Cost Panel
Optimization Design
e Researchers ‘ 7
Calculation Module
Manufacturers & Outputs
Distributors
e

Panel Tool Software

) =

Calculation Modules Databases
+ Energy Usage Calculator « Appliance data table
« NEC 220.83 Calculator + Load controls data table
« NEC 220.87 Calculator
+ Least-cost Calculator



CEC EPIC Grant EPC-24-005 Panel Tool

3. Doing research and gathering robust field data of what exists in people’s homes and how
the Tool performs.
® Recruit and analyze 25+ single family homes that previously upsized their electrical
service panel and assess whether the upsized panels were necessary for electrification.
® Recruit and analyze 100+ single family homes with electrical panels <100A to inform
the development of the Tool.
e Implement the Tool’s power-efficient design recommendations in 50 of the 100+
homes recruited to validate and refine the Tool’s usability, capabilities, and impacts.
4. Develop a commercialization plan for the Tool and conduct dissemination activities,
training, and outreach to lay the groundwork to enable the tool to be free and accessible
to all CA 10U ratepayers.



Team Members

Build It Green (Prime)
Central California Asthma

Collaborative (CCAC)

™ BuUILD IT GREEN L]
PI, Tasks 6, 7, 8, 9, 11

Lenc B 0]

| Tasks 2, 3, 5, 6, 7, 8, 9, 11

spur [ ]

Tasks 5, 8, 9, 11

Redwood Energy L&
Tasks 2, 5,6,8,9, 11 ||

| Hea (O[O

Tasks 3, 5,6,7, 8,9

Home Energy Analytics (HEA)  |[ccaciim

Tasks 4, 5, 8
Lawrence Berkeley National Lab i
(LBNL) |tre OB

Tasks 2, 3, 5, 6, 8, 9,11

QuitCarbon
Redwood Energy
SPUR

Field Work
Tom Kabat

TRC

|| QuitCarbon L1

Tasks 3, 5,6, 7,8

Software

Commercialization

Tom Kabat D [:] D

Tasks 2, 3, 5,6, 7, 8, 9, 11

Advisor & Analytics |

Oversight




Project Approach

Task 2 - Summarizing the state of the art in power-efficient electrification solutions.
Task 3 - Recruit and analyze 25+ single family homes that upsized their panels.

Task 4 - Regular engagement with stakeholders from local communities, 10Us, etc.

Task 5 - Field study to recruit and analyze electrical load data from 100+ homes <100A
Task 6 - Develop the panel optimization decision engine analytics software for the Tool.
Task 7 - Create the open-source, user-friendly, web-based user-interface for the Tool.
Task 8 - Demonstrate and implement the Tool’s recommendations in 50+ homes <100A
Task 9 - Develop a viable, actional plan to commercialize the tool.



Project and Key Activities Schedule

PROJECT SCHEDULE 2025
Q1 Q2 Q3
TASK 2 Power Efficient l‘
Electrification Solutions

TASK 3 Past Upsized
Homes Analysis

TASK 4 Community
Advisory Committee

TASK 5 Field Study - Home l‘
Electrical Load Analysis

TASK 6 Panel Optimization
Decision Engine

TASK 7 Panel Optimization
Tool Ul Development

TASK 8 Field Demonstration
with Panel Tool

TASK 9 Business Model and
Commercialization Plan

|= Key Deliverable Milestone

Q4

al

2026

Q2 Q3 Q4

1‘
lK

Qa1

Q2

2027

Q3

Q4

Qa1

Q2

2028

Q3

Q4



Jenny Low
Senior Program Manager
POWER

jlow@builditgreen.org




APPENDIX



Tom Kabat's Plans Comparison (draft version)

Amps & Slots for Full Electric, Diameter ~ Electrical Cost

110
100
Splitter Dry+WH & Pauser 39
90
$7,400 Old Approach 95
80 $14,400
2 Splitters EV+R & Dry+WH 39
= 70 $7,000 ol -
= ’ w/o Strip Heat 74
o
= 60 : - $13,320
<% Splitter 240V Range/EV 33 Upsize Main Panel
Q. 50 $5,100
=
S Eff + Pause EV 19 '
- " $ 240V Efficiency 47
P 6,200
== 30 $6,100
‘ Just Efficiency 27
20 ‘ $5.400 Add Sub Panel
10
AlL120V 18 $4,150 All 120V except HP 23
- $4,300
(2) (10) KeepPanel 2 4 6 8 10 12 14

Breaker Slots Needed



